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1. INTRODUCTION

This study had three objectives. The first objective was to determine the type of debris
and fragment hazard distance from the point of reacticn when the munitions in a single Conex
container are detonated. The second objective was to prevent propagation of reaction from
one container to an adjacent container, and the third objective was to minimize the physical
damage to the adjacent Conex by the addition of sandbag walls along the three sides of
containers. A large quantity of different types of munitions are stored in a conex container
including small caliber ammunition, fragmentation grenades, smoke grenades, signal flares,
M42 submunitions, mines, file destroyer, and rockets. Table 1 shows a typical basic load of
ammunition stored in a container.

The project was funded and supported by the Department of Defense Explosive Safety
Board and the Project Manager for Ammunition Logistics. The task of designing and
conducting the tests and providing the techr’cal data package was undertaken by the Ballistic
Research Laboratory (BRL), Aberdeen Proving Ground, MD.

2. BACKGROUND

Limited availability of land area for munitions storage at overseas bases, coupled with
civilian encroachm.-1t, and the need to build additional facilities on available iand has placed
constraints on munitions storage capabilities. !f a fire or explosion should occur, whether it
results from accident, enemy attack or sabotage, then the adjacent explosive container and
facilities including personnel in the vicinity of the explosion site must be protected to a
predetermined, practical standard. The expiosion must not propagate from one container to
other. Generélly, when ignited, explosives burn and explode, producing fast fragments from
metal touching or near the explosive, airblast, cratering, ground shock, flame and radiant heat,
and debris and explosive items.

3. TEST APPROACH AND RESULTS

A series of 11 tests were performed to identity debris, fragments, and airblast hazards
associated with the detonation of the explosives (inside a container) and 1o determine whether
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the mass detonation of explosives in one Conex container would propagate to the adjacent
container. A Conex container is made of 1/8-in-thick corrugated steel. The wiside dimensions
of the Conex container are: 92-in-long, 72-in-wide, and 70-in-high.

Fuzed 66-mm M72A2 rockets and 40-mm M433 cartridge were considered safety hazards
(fuzed rockets might go off during the fragment recovery process and MA33 contains
phosphorous which might cause bodily harm); thersfore, in the tests, M433 cartridges were
replaced with M42 grenades and unfuzed rockets replaced fuzed rocksts.

The center of explosion for each test was established and a search patlern grid was laid.
Each area (sector) was marked off with white tape/paint. Fragmetits wers collected in 12
thirty degree wide collection zones 360 degrees around the container to a distance of 600 ft.

3.1 T n A New Mexico.

3.1.1 Test 1. The goal of this test was to identify external debris and fragments and to
determine the quantity-distance arcs when the explosive {(in the Conex container) was
detonated. Three wooden racks were built and placed inside the container. The grenades,
rockets, fragmentation and smoke grenades, a file destroyer, and smail caiber munitions were
placed on the racks in the container. Table 2 lists the ammunition placed inside the container
and Figure 1 shows the layout configuration of the munitions placed insiie the container.
Twelve M18A1 minas were placed in the middie of the container floor. Each mine contained
about 1.5 ib of explosiva. No sandbags were used to confine the container,

These mines were remotely detonated. The container and many of the ammunition boxes
were broken up into many fragments. Most of the fragments and other debris were located
within 100 ft from the point of detonation, but some of the fragments were found beyond 350 #t
from the test location. Three metal fragments from the Conex were located between 320 ft
and 375 {t from the point of reaction. Five fragmentation grenades were located at 375 ft.

It was estimated that a total of 25 to 35 Ib of explosive (including the explosive in the mines)
was consumed or detonated.




3.1.2 Test2. The gbal of this test was to assess the damage to the acceptor container
and Iits contents when the explosive in the donor Conex is detonated. The acceptor container
was placed at an arbitrarily chosen distance of 15 ft from the donor container. The same
amount and type of it itions were placed in the donor container as was in Test 1. The
mines were not available at the time of this test, so a 20-lb C-4 bare charge was placed in the
donor container. This increased the net explosive weight from 160 Ib to 162 Ib. Wooden
boxes filled with sand (instead of munitions) were placed on the wooden racks inside the
acceptor Conex.

It was also decided to make pressure measurements. The pressure transducers were
placed in front of the donor container at 30 ft, 60 ft, and 90 ft from the container. The
locations for the pressure transducers were arbitrarily selected. No sandbags were used to
confine the containers. Figure 2 shows the set-up configuration of the acceptor and the donor
containers.

The C-4 charge was detonated. The wooden ammunition boxes and other debris burned
near the acceptor container for more than one hour. The acceptor container was turned over
and sustained some physical damage. The sand filled boxes were broken. The donor
container was broken up into many fragments. Many of these fragments were thrown to a
distance greater than 300 ft. Some fragments and other rounds were found beyond 375 ft
from the test location, but most of the fragments were located within a radius of 100 ft.

Pgak pressures of 6.7 psi at 30 ft and 3.40 psi at 60 ft locations were registered by the
transducers. No signal was obtained at 90 ft.

It was estimated from the recovered munitions that about 25 Ib to 35 Ib of explosive was
consumed in this test.

3.1.3. Test 3. The goal of this test was to assess the damage to the live munitions inside
the acceptor Conex by decreasing the separation distance (distance between the containers)
from 15 ft to 8 ff. The same amount and type of munitions were placed in the doncr container




as was in Test 1. Live ammunition (rockets, grenades, mines, and M42 grenades) and sand
filled boxes were placed in the acceptor Conex.

No pressure signal was recorded by the pressure transducer at the 90 ft location in
Test 2, so the location of this transducer was changed from 90 ft to 75 ft. The locations of the
other two transducers remained the same (30 and 60 ft). No sandoags were used to confine
the containers. Figure 3 shows the set-up configuration.

Twelve mines (18 Ib of explosive), placed in the middie of the donor container, were
detonated. Wooden boxes and other fragments bumed in the space between the two
containers for one to two hours. Some of the signal flares and grenades were cooked-off
because of the fire.

The acceptor container was flipped ovar and caved in. The live munitions inside the
acceptor Conex did not detonate. Some of the munition boxes were broken, but no damage
was done to the munitions inside the acceptor container.

The fragments and other debris were thrown out to a distance greater than 300 ft from the
point of reaction. Ten metal fragments were found between 300 ft and 335 t fom the test
location. Thirty-five M42 grenades, two smoke grenades, and one fragmentasion grenade
were found between 300 ft and 350 ft,

The pressures registered by the transducers were not as high as the pressures obtained in
Test 2. Peak pressures of 3.33 psi at 30 ft, 2.4 psi at 60 ft, and 0.3 psi at 75 & weru recorded
by the transducers in this test.

it was estimated that about 25 to 35 Ib of explosive (including the explosive in the mines)
were consumed during the detonation process.

3.1.4 Test4. The aim of this test was to investigate whether some kind of sandbag
wall/shield will prevent the acceptor container from overtumning and sustaining phvsical
damage. The same amount and type of munition was placed in the donor container as was in
Test 1. The acceptor Conex was partially filled with the same munitions as in the donor
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container. The sandbag walls, about 1 ft taller than the height of the container, were built long
three sidus of the containers. No sandbag walls were built on the front sides of the
containers. The pressure transducers were placed at the same locations as were in Test 3.
Figure 4 shows the set-up configuration.

Again, 12 mines (18 Ib of explosive) inside the donor Conex were detonated. The wooden
boxes and other debris bumed for more than two hours. Some munitions (grenades, flares,
etc.) were cooked-off. The middie sandbag wall was partially collapsed. The acceptor Conex
did not move or flip over and no damage was done to the munitions inside the acceptor
Conex. Much of the blast was absorbed by the sandbag wal!, thus preventing the acceptor
Conex from sustaining much damage.

The donor container and other munition boxes were broken into many fragments. Two
fragments (3 x 6 ft) from the door of the Conex container were located at 369 ft and 561 ft
from the test location. One fragment from the Conex was found at 450 ft and a 66-mm rocket
(warhead) was found at 305 f#t.

The pressures recorded by the transducers were higher than the pressures obtained in
Test 3. Peak pressures of 6 psi at 30 ft, 4 psi at 60 ft, and 3 psi at 75 ft were registered by
the transducers.

A total of 25 to 35 Ib of explosive was assumed to be consumed or detonated during the
detonation or buming process.

3.1.5 Test5. The purpcse of this test was to learn about the extent of the
fragment/debris hazards by detonating the same amount of explosives in the donor Conex
when sandbags were placed on top of the donor container. Tiie same type of sandbag walls
were built along three sides of the containers as in Test 4. The same type and amount of
munitions were placed in the containers as was in Test 4, The set-up is shown in Figure 5.

Twelve mines (1.5 Ib of explosive in each mine) were detonated inside the donor
container. It was not a big explosion as compared to the explosions in the last four tests.




The door of the donor Conex was found between 50 and 60 ft from the container. The roof of
the donor container flew up but fell right back in the container.

The debris and fragments did not travel very far from the point of detonation. A few parts
of the signal flaras were located beyond 300 ft from the test location. Most of the munitions
and other fragments bumed inside the donor container and continued burning for mcre than
three hours. It was very difficult to estimate the amount of explosives bumed during the
detonation and/or burning process.

The sandbag wall between the acceptor and the donor containers was partially collapsed.
The walls of the acceptor container suffered some damage, but the container itself remained
intact. The acceptor container did not flip or turnover.

3.1.6 Test 6. The Department of Defense Explosive Safety Board requested that we
should conduct a test by detonating 160 Ib (100-1b bare charge and 60 b explosive in other
munitions) of explosives inside the donor container. The sandbag walls built along three sides
of the acceptor and the donor containers in Test 4 and 5 were very massive and time
consuming, so it was decided to modify the sandbag wall configuration.

Double sandbag walls along the three sides of the containers were buit for this test.
Munition placement inside the donor Conex was changed without changing the total amount of
explosive. This time, 60 ib of explosive (rockets, M42 grenades, and fragmentation grenades)
were placed close to a 100-Ib C-4 bare charge. The 160 Ib of explosive was placed against
the inside wall of the donor Conex (the wall closest to the acceptor Conex) and on the lower
shelf of the wooden rack. Figure 8 shows the actual configuration of the ammunition
placement in the donor and acceptor containers.

When the 100 Ib of explosive was detonated, a large fire ball was seen and a tremendous
explosion was heard. A few flares and grenades burmed for a few minutes. No other fire was
observed in this test. No explosives (rockets, mines, etc.) were recovered. This indicates that
all 160 Ib of explosive was consumed during the explosion process. The detonation did not
propagate to the live munitions inside the acceptor Conex.



One side (side towards the donor Conex) of the acceptor Conex was caved in but it did
not flip over. The donor container and some of the munition boxas were broken into many
fragments. These fragments were found at different locations. Twenty-six metal fragments
(8-in to 5-ft-lony) were found at a distance between 440 ft and 673 ft from ground zero. |

3.1.7 Test 7. No sandbag wall was built in front of the Conex in any of the six previously
conducted tests. In this test, a 12-ft-long and 7-ft-high sandbag wall was built at a distance of
15 ft from the front wall of the Conex container. The sandbag walls were also buil; around
three sides of the container. Two layers of sandbags were also placed on top of the
container.

The same type and amount of munitions were placed in the donor container as in Test 2.
Three pressure transducers were placed at a distance of 30 ft, 60 f, and 75 ft from the front
door of the container. Twelve mines were placed at the center of the container. The stacking
details of the munitions inside the container are shown in Figure 7.

The mines (18 Ib of explosive) were remotaly detonated. About 70% of the fragments
were located within a 60 ft radius. A few fragments were aiso found 3C0 ft beyord the
container. A few grenades and flares cooked-off and the wooden boxes and other debris
bumed for many hours. The pressuras of 3.8 psi at 30 ft, 2.2 psi at 60 ft, and 1.0 psi at 75 ft
were registered by the pressure transducers.

it was estimated that about 25 to 35 Ib of explosive was consumed during the detonation
and buming process.

3.1.8 Test 8. We wanted to check whether increasing the length of the front sandbag wall
would have any effect in reducing the number of fragments. So a 20-ft-long and 7-ft-high wall
was constructed in front of the Conex container at a distance of 15 ft. Three sides of the
Conex container were also confined by the sandbag walls and two layers of sandbags were
placed on the top of the container as in Test 7. The sandbag wall configuration is shown in
Figure 8.




The same type and amount of the munitions was placed in the container as in Test 7.
Three pressure transducers were placed at the same location as in Test 7. Twelve mines
(18 Ib of explosive) were placed at the center of the container.

The mines were detonated. Few fragments were found beyond 300 ft from the container.
Many grenades, flares, and other small arms cooked-off. it was estimated that about 90-95%
of the fragments were in a 60 ft radius. Several fragments bumed for many hours. The
pressures of 2.2 psi at 30 ft, 2.5 psi at 60 ft, and 0.9 psi at 75 ft were registered by the
transducers.

A total of 25 to 35 Ib of explosives was estimated to be consumed or detonated during the
detonation and bumning process.

3.2 Tests Conducted At China Lake, California. The Department of Defense Explosive
Safety Board requested that we should conduct a few tests with a large bare charge (75 Ib

and more inside the Conex) and without any kind of sandbag confinement around the Conex
container. These tests could not be conducted at Socorro, NM, because of safety and
nonavailability of a large enough fiat area for the collection of debris/fragments after the test.
So an alternate test site was selected to conduct these tests. No sandbags were used to
confine the containers in the next three tests (Test Nos. 9, 10, and 11).

A site in excess of 2,500 ft by 2,500 ft was de-bushed on a generally flat lakebed surface
at Cactus Flats, China Lake, CA. The radial lines and circular arcs were staked and marked
on the ground with chalk. Radial lines were marked every 30 degrees. Circular arcs were
chalked at a distance of 60 ft, 30 ft intervals from 60 to 300 ft and 600 ft. Distances from

ground zero were marked at 100 ft intervals along each of the radial lines from 600 to 1,200 ft.

3.2.1 Test9. The same amount of munitions as used in the tests conducted at Socorro,
NM were placed in the container. A 75-ib bare charge (70 Ib Comp B and 5 ib C-4) was
placed at the center of the container. The remainder of the munitions were piaced in the
container the same way as in the previous tests. A packing arrangemant of the munition in
the container is shown in Figure 9. Three Bikini blast pressure gages were placed outside of
the door of the container at 30, 60, and 90 ft from ground zero. These are portable,
stand-alone gages that permit measurement of blast overpressure ranges for explosive
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detonation. A description of the Bikini gage and gage calibration chart is givén in Halsey
1989.

The charge was initiated using an exblosive bridge wire detonator. The Conex container
was broken into many fragments. Some of the fragments were thrown long distances. One
fragment was found at a distance oi 906 ft and the second fragment was located at a distance
of 824 ft from ground zero. The majority of the munitions and other debris or fragments were
found within the 60-ft radius. Many smoke grenades were initiated by the detonation of the
bare charge. The M72A2 rockets were broken apart by the detonation but did not appear to
have functioned. The mines were expelled and survived with minimal damage. The wooden
shelves and other wooden ammunition storage boxes were set afire by the detonation but the
fire lasted for less than one hour. Some of the ammunition cooked-off.

3.2.2 Test 10. Two Conex containers (acceptor and donor) were employed in this test.
The same amount of munitions as used in Test 9 were placed in the donor container. The
acceptor container was placed at a distance of 8 ft from the donor container. A few
grenades, rockets, mines, and other ammunitions were placed in the acceptor container.
Again, three Bikini blast pressure gages were placed at 30, 60, and 90 ft from ground zero. A
500-Ib bare charge (495 Ib of Comp B and 5 Ib of C-4) was placed at the center of the
acceptor container. Ammunition placement in the containers is shown in Figure 10.

Again, an explosive wire detonator was used to initiate the 500-Ib charge. Both containers
were destroyed. A shallow crater was formed under the donor container but no crater was
formed under the acceptor container. Fragments of the Conex containers were found at the
greatest distances from ground zero. One 6-in by 14-in fragment of container was found at
1,156 ft from ground zero. A 1-in by 3-ft-long rod from the door latch mechanism of the
container was found at 1,138 ft. Some of the file destroyer material burned by the fire, but no
ammunitic_m inside the acceptor container detonated.

Ammunition boxes were scattered within the area. Most of the boxes were damaged and
broken open and some of the ammunition was cooked-off. Four linked 0.50 caliber rounds
were located at a distance of 689 ft. One'box of 7.62-mm ammunition was found at 1,100 ft.
The rockets were broken apart but did not seem to function. The inert mines were expelled

9
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and suivived with minimum damage. The signal flares and smoke grenades were scattered in
differant sectors. The majority of the debris and other fragments were found within S0 ft of
ground 2ero.

3.2.3 Test 11. it was suggested that we should conduct a test by detonating about
160-ib charge inside a Conex container and without any kind oi sandbag barrier along three
sides of the container.

Three Bikini blast pressure gages were placed outside of the door of the Conex container
at 30, 60, and 90 ft from ground zero.

Approximately the same amount of ammunition was placed in the container as was in
Test 9. Munitions were placed in the container as shown in Figure 12. The donor charge
consisted of a 100 Ib Composition B plus 66 Ib of Composition B in three MK-15 mines. This
charge was placed close to the inside wall of the container. The charge was initiated using a
5-ib C-4 booster charge anc' an explosive bridge wire detonator.

The container was completely destroyed. Numerous smoke grenades were initiated by the
detonation of the charge. The wooden boxes and shelving units were set afire by the heat
generated by the detonation process. Some other small ammunitions were cooked-off by the
heat and flames generated by the buming of the wood and other debris.

Most of the munitions and other materials were found within 300 ft from ground zero.
Most of the ammunition boxes were damaged but the contents did not detonate. The rocke!s
were broken apart and some were totally destroyed. None of the rockets appeared to have
detonated. Parts of the rockets were found between 300 and 1,000 ft from ground zero. Only
three of the 12 inert mines wee expelled and survived with minimal damage. Some grenades
were found between 800 and 900 ft. One fragment of chain link fencing was found between
900 and 1,000 ft and another fragment was found between 1,100 and 1,200 ft from ground
zero.

A small, shallow crater measuring 16 ft across and 2.5 ft deep was formed unden,eath the
container by the detonation of about 160 to 170 Ib of explosive. The measured prassure
ranged between 11.4 to 14.0 psi at 30 ft, and 5.06 to 6.2 psi at 60 and 90 ft.

10



4. OVERALL RESULTS

The locations where the debris/fragments were found varied from test to test. In some
tests, the debvis/fragments did not go beyond 300 ft from the point of de:onation, but, in other
tests, some debris/fragments were found beyond 600 ft. The kick-out data from these tests
are given in Tables 3-11. The photographs of the recovered munitions/fragments and other
debris are given in the Appendix. '

The fragment density at any distance was computed on the basis of a worse case
assumption. It was assumed that any fragment found in a sector at a distance greater than
x ft from the origin could hit a standing person in that sector. The fragment density was
computed as the number of iragments divided by the vertical area and muttiplied by 600.
That gave the fragment density per 600 ft2. The fragment density for different explosive
weights are given in Tables 12-17.

The fragment density at different locations is calculated by using 30 degree sectors.
When the mean density was computed, the sectors in which no iragments were found were
excluded. The fragment density and distance were plotted for 25, 75, 160, and 500 Ib of
explosive. These piots are shown in Figures 13 and 14. A major purpose of these tests was
to determine the distance at which the fragment density falls below one fragment per 600 ft2.
Without sandbags, this distance was 800 ft when 500 ib of explosive were detonated. When
75 Ib of explosive was detonated, this distance was between 700 and 800 ft {only sightly less
than the figure for 500 Ib). With sandbags, and when 160 b of explosive were detonated, this
distance was 600 ft. Thus, the sandbags appear to reduce the hazardous fragment distance.

in some tests, the fire started a few minutes after the detonation and lasted for a few
minutes, but, in other tests, the fire started and lasted for some time, then restarted and kept
on burning for many hours. In Tests 2 and 3, the fragments and/or debris in the space
between th: containers burried for one to two hours. In Test 4, the fire lasted for more than
two hours. in Tests 5, 7, and 8, the fragments and other munitions burned many hours. No
appreciable fire was observed in Test 6. In Tests 9, 10 and 11, the fire lasted for less than
one hour,
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Several rounds (7.62-mm, 5.56-mm, 50 cal, flares, grenades, etc.) were cooked-off as a
result of fire or heat. Some of the live munitions were recovered in each test. From the
recovered munitions, it was estimated that in each of the first four tests about 25 to 35 Ib of
explosive was consumed during the detonation process. It is estimated that all 160 Ib of the
explosive was expendad in Test 6, because no explosive was recovered in this test.

In Tests 2 and 3, the acceptor Conex was turnedflipped over and caved in, thus
sustaining somne physical damage. No appreciable damage was done to the contents of the
acceptor container. The acceptor Conex did not move or flip over in Tests 4, 5, and 6. Much
of the blast was absorbed by the sandbag wall between the containers, thus, preventing the
acceptor container from sustaining much damage. The biast inside the donor Conex was so
high that it created a 2- to 3-it-deep crater underneath the donor Conex.

5. SUMMARY AND CONCLUSIONS

A series of tests were conducted to determine the fragment hazard distance when the
explosive inside the donor Conex is deliberately or accidently detonated. First, three tests
were conducted to determine the extemal debris and hazard distance, and to check whether
the detonation of explosives in one container would detonate the explosives in the adjacent
container. The next three tests were conducted with the containers sandbagged on three
sides. The next two tests were conducted with the containers sandbagged on three sides and
sandbag walls at the front, 15 ft from the containers. Lastly, three tests were conducted by
detonating 75, 160, and 500 Ib of bare charge in donor containers without sandbags.

Many fragments and debris were found beyond 300 ft in Tests 1, 2, 3,6, 9, 10 and 11.
Fewer fragments and other debris were found beyond 300 ft in Tests 4, 5, 7, and 8. Some
fragments were found beyond 600 ft in Tests 6, 9, 10 and 11. A iew metal fragments were
also found between 900 and 1,155 ft in Tests 9, 10, and 11.

Detonation did not propagate to the adjacent container in any test even when the distance

between the containers was decreased to 8 ft. The separation distance of 8 ft was selected
because, at overseas bases, the containers were separated by a distance of greater than 6 ft.
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Ammunition cook-off occured in all the tests. Sandbagging the containers decreased the
fragment density at larger distances but it increased the cook-off and burning rate of the
munitions and other debris near the location of the test. So, the probability of cook-off or
buming of the munitions and other fragments/debris is greater when the containers are
sandbagged.

The following conclusions can be derived from this study:

Detonation of explosives in one container did not propagate to the explosives in an
adjacent container when the separation: distance was 8 ft (no test was conducted with smaller
distance).

Sandbagging the acceptor and the donor containers prevented the adjacent container and
its contents from extensive physical or mechanical damage when the explosive in the donor
Conex was accidently or deliberately detonated.

Sandbagging the containers decreased the fragment density at large distances but

increased the cook-off and burning rate of the munitions and other debris (close to the ground
zero). The test data approximately support the existing explosive weight and distance curve.

13
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Figure 7. Ammunition in the Container, Test 7 and Test 8.
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TOP
3 Boxes 7.62 Ammo 1 Box (15 ea) RKT-S6mm-M72A2
2 8ox 5.58 Ammo
BOTTOM
BOTTOM ¢ Baxes 0.50 Cal 20 Boxes Smoke Grenades
COMP B: BOTTOM
BARE CHARGE ON THE FLCOR
70 POUNDS 1 Box Fie
Ca Demmucz
S POUNDS 12 nent
Mines
Eoxes Ammo 1BoxSisnthtn
Top s ss8 Top 10 Boxes Smoke Grenades
BOTTOM 12 Boxes 7.62 Ammo 11 Boxes 5.56 Amma
1 Box Signai Flares
BOTTOM 14 Boxes Smoke Grenades

Figure 9. Ammunition in the Container, Test 9.

1 12 Boxes 0.0 Cal ToP

3 Boxse 7.62 Ammo 1 Bou (18 ea) RKT-S8mm-M72A2
2 Bca 5.58 Amma
TTOM EOTTOM
& 8 Bazes 0.50 Cal 20 Boxes Smoke Grenades
———
: CoMP B:
BOTTOM
E BARE CHARGE ON THE FLOOR
H = 498 POUNDS
1 Box Fie
C-4 Desruc
H 3 POUNDS
' 12 Inent
; Mines
:
'
TOP 8 Boxes 5.58 Ammo P :OE;S:? Fiarse
BOTTOM 12 Boxes 7.62 Ammo 11 Boxes 5.58 Ammo
eoTTOM 1 Bov Signal Flarss

14 Boxes Smoke Granades

Figure 10. Ammunition in the Donor Container, Test 10.
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TP
ToP  6Boxes7.62 Ammo 1 Bax (15 ea) RKT 88-mm M72A2
SOTTOM
BOTTOM  § Boxes 0.50 Cal 11 Boxas Smoke Grenaces
SOTTOM
1 Box Fiie
Cestruct
P
28 lnert
Mines

TOP S Boxes 5.58 Ammo

8 Boxes Smoxe Grenades

BOTTOM  9Box287.62 Ammo 'eomu 1 Bex Signal Fiares

Figure 11. Ammunition in the Acceptor Container, Test 10.
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Figure 12. Ammunition Placement in the Container, Test 11.
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Table 1. A Typical Basic Load of Ammunition Stored in a Conex Container

CTG Cal .45 Ball 1,360 Rds
CTG .50 Cal 1,800 Rds
CTG 5.5-mm Ball M16 23,600 Rds
CTG 5.56-mm Tracer M16 4,930 Rds
CTG 7.62-mm Ball and Tracer Lined 9,370 Rds .
CTG 40-mm M433 144 Rds
Grenade Fragmentation M67 195 Ea .
Grenade Smoke Green 8 Ea
Grenade Incendiary 130 Ea
Grenade Smoke Red 8 Ea
Grenade Smoke HC ' 8 Ea
Grenade Smoke Voilet : 10 Ea
Grenade Smoke Yellow 8 Ea
Fire Starter 8 Ea
Grenade Launcher Smoke Screening 8 Ea
Signal lllum Grenade 36 Ea
RKT 66-mm M72A2 15 Ea
Mines M18A1 12 Ea
File Destroyer M4 1 Ea
Signal lllum Ground Red Star 72 Ea
Nlum Star Ground White 72 Ea
|_Signal llum Ground Green Star 72 Ea

Table 2. Ammunition in a Conex Container

CTG, Cal .45 Ball and .50 Cal 3,160 Rds
CTG, 5.56-mm Ball/Tracer M16 28,530 Rds
CTG, 7.62-mm Ball and Tracer Lined 9,370 Rds
Grenade, Fragmentation M&7 195 Ea
Grenade, Smoke 175 Ea
RKT, 66-mm M72A2 (unfuzed) 15 Ea
Mines, M1BA1 12Ea
File Destroyer, M4 1 Ea
Signal, fflum Ground 260 Ea
Rifle Grenade, M42 216 Ea
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Table 3. Conex Test 1 (continued)

MUNITION, DISTANCE AND ANGLE DESIGNATION FOR CONEX TESTS

Munition Designation Munition Designation
0.50 50 File Dest. M4 FOF
7.62-mm 762 RKT 66-mm M72A2 66
5.56-mm 556 Metal Frag - Conex MF
M42 Submunition M42 Wood Frag. WF
Frag Grenade FG Burned Munition B
Smoke Grenade SG Casing o
White Signal Flare WPF Projectile P
White Signal Flare WPFP Casing/Projectile Cc/P
Part
5-M42 = Five rounds of M42
Distance Designation Distance Designation
0- 60ft 0 60- 90ft 1
80 - 120 ft 2 120 - 150 ft 3
150 - 180 #t 4 180 - 210 ft 5
210-240 #t 6 240 - 270 ft 7
270 - 300 ft 8 >300 ft 9
Distance Designation Distance Designation
0- 30deg A 30- 60deg B
60 - 90 deg o] 80 - 120 deg D
" 120 - 150 deg E 150 - 180 deg F
180 - 210 deg G 210 - 240 deg H
240 - 270 deg | 270 - 3CO deg J
300 - 330 deg K 330 - 360 deg L
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ZONE A 8 c ) E F
- BT
4 1-MF 1-ABF 3-ABF 1-ABF 16 256
2-ABF 123-50 93762 2-WPF 1-50CB 1-WPF
1-8G 2556 9550 1504-556
30556 1-MF 2-SG 16-762
7650 . 650
3 214-50 2-ABF 6-ABF 3-ABF 3-WPF 5S-WPF
46558 4750 8-SG 256 1-SG 4SG
1-762CB 1-782CB 488-50 2582-556 1-50P
1-SG 144-762 423-762
1-MF 1150
2 315-50 3ABF S-ABF 4-ABF 520-556 9-5G
2558 15660 295.762 2-50P 2-50P 2-WPFP
1-782C8 2-762CB 538.50 823556 2.762P 1-50
2-ABF 3sa 2429-762 3-WPF 1-MF
1-8G
1 9750 4-ABF 2-ABF 2-MF 1-MF 1-ABF
1-782P 5-762CB 4SG 13-ABF 1-ABF 3.WPF
4-ABF 430-50 232-50 2830-762 1-FOF 3-FDF
~NF 1-WPF 25-762 1-SG 2-WPF 115G
18-50 158G 1-MF
I-WPF 1-782
943-558 1-50CB
° 12-SG, 134-WPF, 262-50 10881-858, 3-556P, 38-556C8

148-50CB, 281-50P, 24-762P
1-856P, 41-762, 56-762CB
3-556CB, 1-558, 17-ABF
47-WF, 6-MF

34-50CB, 67-S0P, 412-762P
8-50, 443-762CB, 3025-762
52-WPF, 35-SG, 33-FDF
14-ABF, 13-MF, 63-WF
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Table 10. Conex Test 9

M_NOW__ BEARING ISTANCE DESCRIPYION/SIZE
DEG/MINISECI|_FEET (M)
381737703 |1 530.8 (181.7) || BULDING FRAGMENT - 4 BY 5
349/50725__|| 635.6 (194.0) || BULDING FRAGMENT - YBY 7
35114733 | 663.8 (202.3) || SMOKE GRENADE

S&/44750 |1 663.3 (202 2) || SMOKE GRENADE
0725746 ___|| 6577 (200.5) || SMOKE GRENADE
ARUT6 || 625 (190.5) || BULOING FRAGMENT - £ BYE"
111170911698 2 (212.8) || SMOKE GRENADE
5/52/06__ 11 689 6 (210.2) || SMOKE GRENADE
715428 |1 701.3 (213.8) || SMOKE GRENADE
10 S/0 §18.5 (188 5) 1| SMOKE GRENADE

frcmemanms

1734 625 4 (825.4) |]CHAIN LINK DIVIDER MATERIAL FOR FI
0/5S 605.7 (184.8) || SMOKE GREN

MENT -2 BY
[-SBYE
8/03 . 0) || BULDING FRAGMENT < T 8YJ
77/33/47__ ]| 878.3 (206.8) || BLDG FRAG - 6* BY 18- AND DOOR HANDLE 18" APART
2738002 850 (198.1) |IHASP FROM DOOR LATCH

72/07732__|| 767.8 (234.0} || DOOR LATCH ROD - 1°8Y 2

3

;

:

x
e

72/57/59__|| 784 8 (239.2) [|BURDING FRAGMENT . Z8Y 2 _
/21757__)} 8239 (351.1) || BULDING FRAGMENT - 4" BY 18°
: 4/18/09 || 775.7 (238.4) || BUILDING FRAGMENT . € BY T
28637/49__1| €52.8 (199.0) || BULOING FRAGMENT - Z BY ¥

296/13/08 1| 9058 (278.1) || SECTION OF DOOR LATCH MECHANISM
304/52/8 605.8 (184.8) || BULDING FRAGMENT - 1.5°8Y 6
328154/ €03.4 (183.9) || BULDING FRAGMENT . 7 8Y T
28 43714734 832 {192.6) || SMOKE GRENADES (2) - § APAHT ON ROADWAY
29 41/44/48 31.2 (192.4) |} SMOKE GRENADE - ON ROAD
20 45/00/48 §08.4_(185.4) {| SMOKE GRENADE
3 336/05/31 340.7 {103 8) || BULDING FRAGMENT . 1.5 8Y 2.5, SM 8LDG FAAG SHARDS
3 335/04/18 448.2 (136.0) || BULDING FRAGMENT . 8 BY 1*
3 J52/58/38 370 (112.8) }IBULDING FRAGMENT . > BY
34 IS29/44 || 442.2 {134.8) [IBLDG FRAGS (3) .2 @ TBY7 T @ 6 BY S
33 /10748 372.7 {113.6) [|BULDING FRAGMENT . TBY §'
0 1/42/29 295.2 {90.0) |[BULDING FRAGMENT .28 BY &
7 3W21/58 348.5 (108.6) || BULDING FRAGMEN] 8YZ

2
:
g
:
o

3112 (94 9) 1 BULDING FRAGMENT

39 713 296.5 (90.4) ||BURDNG NT - 1 8Y 2 (JUST INSIDE 300" AR ‘
40 AAT30/4T 2935 (80.5) [|PULDING FRAGMENT . 1" BY 7 [JUST INSIUE 300 ABC) ‘
r Swas1 360 (109.7) || BURDING FRAGMENT -2 BY 2
r 717271 3158 (96.3) |[BUNLDWNG FRAGMENT-Z8Y T
43 36/41734 323.4 (58.6) |IBLDG FRAGS (3)- 6" BY 18", 2 BY S5 1°BY &
as 5731741 S88.1 :173.4) || CHAIN UNK DIVIDER MATL, BLDG FRAG @ 4" BY I*
as 42/38N0__{| 417.8 (1273) || SMOKE GRENADE
a7 SO/A/01 || 448 % (138. ING FRAGMENT - " 8Y &
48 86/40/08 || 378 5 (115.4) [|BULDING FRAGMENT - 7BY 25
a9 723411 [ NG 1. IWISTED -8 BY S
50 90738728 1l 3129 (95.7) ||8LOG FRAG - 1° BY &, 3 BOXES 7.82 AMMO
417145 4833 (1412) ||BLDG FRAGS - 1 @ Z Y &, MANY SMALL FRAGMENTS
S8/ 427 (130.1) _||BULDING FRAGMENT - T BY ART TCH |
$6/36733 568 (172.5) || BULDING FRAGMENT . TBY Y
4 76729731 1] 546.1 (188.5) || ELDG FRAGS (4) - AVERAGE & BY &
[ 83/57/50__|| 350.8 {110.0) || DOOR FRAME . 1.5 BY § WITH SECTION OF Wi




Table 10. Conex Test 9 (continued)

DESCRIPTIONISIZE

S
BEARING ISTANCE
IDEG/MIN/SECH  FEET (M}

6 279/5Y47 _|| 4381 (133.5) || BULDING FFAGMENT - Z Y 2.5
57 29USBIS )| "447.8 (136 9) || BLILDING FRAGMENT - 8 BY &
) 305:02/59__ [ 320.1 (97.6) ||ELDG FRAGS - ASSORTED SMALL STESL PIECES
e 39 _{L_324/04/04 11 4533 (1382) || BLDG FRAGS @) - 1B 1.5BY 25, 1@ 15BY 7
801 326/53/09 I 5228 (1593) lIBURDING FRAGMENT - TBY 2
&1 335/08/731 || 340.7 (103.8) || REPEAT OF #31
fomeS2 [ 335/04/18 ) 4482 (136.0) IREPEAY OF ¢33 _
83 Il 345/5/48 1| 7143 (65.31 || BULDING FRAGMENT - TWISIED-Z BY S
84l 38834/40 "1 2072 (63.2) || SKID FAOM BASE OF CONEX
1) 1238 21 (67.4) || BUILDING FRAGMENT - 15 EY 2
€6 I aajami 2943 (38.7) || BULDING FRAGMENT - 1" BY 2 (REPERTS
67 83/17/55 121.3 (37.0) ||BULDING FRAGMENT - TWISTED - 5 LONG. EREATIC WiDTH
€8 88/51738 852 (56.4) || BUILDING FRAGMENT - 1.8 BY 1.6
69 76/27/08 71.9 (82.9) | BUILDING FRAGMENT - 1.5 BY 2.6
79 100/11/24 5.1 {68.6) [|BULDING FRAGMENT - TWISTED : Z 6V 5
71 42708709 5.4 (59.8) || EUILDING FRAGMENT - 6 BY T
72 S/24743 59.8 (48.7) || EUILOING FRAGMENT - & BY 2.5
73 6728134 31,2 (70.5)_|| BULDING FRAGMENT - 8° BY 3
74 76/20/1 41,2 (73.5) (610G FRAG. 5 BY & - BLDG SN D-050308%
75 78/09/0 2.3 (67.8)_|| SECTION OF BLDG SKID - 3.5 LONG
78 T340 201.9 {67.5) || SECTION OF BLDG SKID - § LONG
77 74/4073C 1747 (53 3) [[BULDING FRAGMENT - 1.5 BY 3.5
78 sshan 89 (57.6) || BULDING FRAGMENT - & BY 2.5
79 8772872 258.7 (78 9) || BULDING FRAGMENT - 3.5 BY §
80 213119/08 " 2382 (72.6) || BUNLDING FRAGMENT - & BY T
$/08/4C_1| 3089 (63.7) || BULDING FRAGMENT - £ BY &
7/09733 _ ]| "210.9 (84.3) || BULDING FRAGMENT - 1.5 BY 2
: 31171714 1| "200.8 (81.1) || BULDING FRAGMENT - TWISTED - T BY 3.5
T 78,6 23.9) || BULDING FRAGMENT - 1.5 BY
8% 4374875 86.4 (20.2) |BULDING FRAGMENT -2 BY 26
88 255/20/23 1| 933 (2814) ||COOALATGH AOD - 1°BY T
87 261721758 || 1573 (47.9) ||OOCA FRAME SECTION
a8 255/10/04 ) 7348 (71 6) || OOOR FRAME SECTIONT
8% 280728117 226 (68.9) _|[BURDING FRAGMENT - 1'BY 3.5
20 1 _282/02723 1| 2389 (738) || BULCING FRAGMENT - & BY 2.5
81 285741724 2863 (87.3] ||BULDING FRAGMENT - & BY Z
9 291/58/03 264.2 (80.5) [|BULDING FRAGMENT - TWISTED - 25 BY T
93 293/03/4¢ 2188 (65.1 ING FRAGMENT - 1'BY 2
94 253N 22 169.4 {31.6) |IBULDING FRAGMENT - ¥ BY T
38 T gsuiessa (7.0)_{[6URDING FRAGMENT - TWISTED & BURNED - Z BY T
o8 329/05/31 106 (323) || BULDING FRAGMENT - 25 BY 25 ‘
97 I3 19/awa8 1743 5 (43 77 [[BULDING FRAGMENT ~TWISTED EBURES v ———
98 0831738 1283 (39.1) ||BUILONG FRAGMENT - TWISTED . & BY T
S 316/09/44 1657 (50.5) FRAGMENT - 10°BY 2
100 3043719 || 2508 (78.4) || BULDNG FRAGMENT - ZBY 7
101 338/48/98 || 2623 (80.0) || BULDING FRAGMENT < & BY 25

37




Table 11. Conex Test 10
[T WO, [ BEARING [ GISTANCE OESCRPTON T SQE
DEG-MIN-SECI| _ FEET (M)
9771333 8357 (100.7) ||BUNLDNG FRAGMENT - 1°8Y S8
F EYLYETT) 858,68 (200.7) |[BOX 50 CAL AMME) - BROKEN, SCATTER
330/04/2 7483 (228.% IJUILDING FRAGMENT - TWISTED . 2 8Y 3 S
338745733 || _798.2 (343.3) ||BUDING FRAGMENT . STRIP . 16" BV &
3570413 687 4 (zol_g_‘L BULDING FRAGMENT . 13" 8Y 27"
33211215 1043.9_(318.3) || BUILDING FRAGMENT - TWISTED - & BY 12
10/37/4 940.3_ (286 8) ||BALDING FRAGMENT - 2.5 87 2.8
28/10/3 698 4_{212.3) BUNLDING FRAGMENT . 2 8Y 3
2873572 622,86 (180.8) |{BUILDING FRAGMENT . STRIP . 13- 8Y T
10 16741738 || 7838 (238.9) | BUALOWG FRAGMENT - ' BY 1"
3 99741723 || 599.2_[182.6) || COOR FRAME WITH HINGE (GRESN-CLDRED DONOR)
3 94/18/3% 817.9_(188.1) ||BUNLOING FRAGMENT . TWMISTED - 7 8Y 3
: 97718737 73.0_(320.4)_|IBUILDING FRAGMENT -4*8Y &*
91/32/3% 86 4_(239.7) || SURDING FRAGMENT - 3° BY 18
1 9832/ 889 8 [2651) |}BULOING FRAGMENT - 1 & 8Y 2
1 868/45/4 $19.8 (2804 BUILDING FRAGMENT - 1 By 18°
8/01/3 §23.8 (190, BUILDING FRAG - 4* BY 3/ 0O00A LATCH RCD 1°8Y T
1321 €31.7_(701.7) ||BUILDING FRAGMENT - & 8Y &' _—
7713141 £79.8_ (207.2) BUILDING FRAG - 8° BY 1 §/ DOCR HANDLELGRE'.‘_N\ |
380/36/43 Il 748.8 (227.6) LIBNMDING FRAGMENT:-3"§v Y
2 1i88723 158 (248 81 || SUILDING FRAGMENT - 4- BY &
2 78744754 827 _{2%2.1) NG TIAGMENT - 6°BY 1 S
F 74/04/%8 751.7 (229.1) 1 SUILDING FRAGMENT - ¢° BY 1*
89/28/28 8954 (212,01 BUWOING FRAGMENT - 3° 8Y §°
/1501 75.5 _{205.9) _LS'...LO(NC- FRAGMENT - 4" 8Y 6°
265729724 38,4 (2251) 1|9LOG FRAGS (2)1- 3 BY 33 1.7 BY &
281730742 633 (232.7) _||BUOWG FRAGMENT - 3 8Y T
272137124 $49 5 {194.0 ma:mmg&gmmgmn |
372/58716 |1 1138.3_(347.0) |[COOR\ATCHROO-1°8YT
259013/33 1| 5409 1200.0) [|8ULOWG FRAGUENT . TWASTED - ¢ BV T
3 447387 892.7 (231 1] ||BUNLOING FRAGMENT - 1'8Y T
3 234743712 $04.2 _(184.2) HANG
43730/ 1188 7_ (352.3) |[BUILDIIG FRAGMENT - TWISTED - & BY 14°
327487 £88.8_(209.9) || FOUR LINKED 30 CAL ROUNDS
25/19/4¢ $89.5_ (1797 _|IDOOA FRAMS:
2812001 8789 { 3) 1”!7]2%"’0‘4_
3 23/02/38 11 €859 (203.0) 119 AOUNDS 7 & AMMUNTIGY |
72874 €129 (186.0) |1 80X 7 &2 AMMO AND SCA
YY) 707.9_(215.8) || GUNOING FRAGMENT - & BY 3
4 1371714 784.3 (233.0 .1£X 7.82 AMMUNITION
r 873773 754 8_:2300)_ {1 BOX 7 82 ANSMUNITION
4 S84l 11205 (341.5) ||SUILDNG FAAGMENT - 15 BY 1"
ry 4782/ 930_(793. 1 BOX 7.62 AMMUNTTION
4 37132 754 ¢ | BURDING . 12
4 204700/ 722.8__(320.4) [{BULDNG FRAGMENT . TWISTED - & 8Y & ‘
4 200789/ 1100 1338.3) {11 BOX 7 62 AMMO - & FROM 1107 HUB ON 210 DEG RADIAL
r 10710 900 {374 3) |1 SIOE G AND2
4 82/58/ 735.8_(23¢.3) {IBULDNG FRAGMENT. € 87T
49 842/ 293 8 11.4] 11 SURDING FRAGMENT - ¥ S
3 391 $78.0_ (3089 _{|SULDING FRAGMENT - 6 8v 6
15871374 330 _(223.4)_ || DULDING FRAGMENT - TWASTED - & BY 1.5
2 13%/07/a 88,7 {202.3) ||SUNLONG FRAGMENT - 4" 8Y 8"
138/38/3 SN2 _{183.5) {IBUILOAING FRAGMENT - & 8Y §&°
34 11872371 819.3 (e89) ] FRAGMENT-§ 8Y S
38
e —— e R




Table 11. Conex Test 10 (continued)

TTEM _NO. BEARING || DISTANCE DESCRIPTION /_SIZE
, DEG-MIN-SEC{| _FEET (M)
978773 £68_(201.6) |IBUILDING FRAGMENT:3"8Y Y’
§/0872 83¢_ (254 8)_||BUILDING FRAGMENT - 15° BY 18
812712 7273 (221.7), ||BUILDING FRAGMENT - 3* 8Y 1
14372 19,4 (188.8) ||BUILOING FRAGMENT. T 8YY — |
13874 28.4_(100.9)_||CHAIN LINK DIVIDER MATERIAL FOR FiLz DECTRUCT. ‘
11878 653.3_(199.3) |IBUILDING FRAGMENT . 4°8Y 1"
114727 €674 _[203.4) ||BUILDING FRAGMENT - &° BY 18°
3 82730718 €98 (212 8) |{BUILDING FRAGMENT - 3" BY 1&°
3 81/18/1] $38.8_ (255 7) ||BUILDING FRAGMENT . * BY 15
y 70125/24 701.6_ (213.9) _{ICHAIN UNK OIVIDER MATERIAL FOR FILE DESTRUSY,
45155133 726 (221.9) _|IBUILDING FRAGMENT . 3* BY I*
[ 29/10/51 723.8 (2205 ||BUILDING FRAGMFNT. & BY 1*
1212711 927.8 (282 SUILDING FRAGMENT -1 °BY Y
10126734 || 739.1_(2253) ||BUILDING FRAGMENT - 1'8Y 2
9/a8/21 €08 4 (184 8)_ |1 BOX 50 CALIBER AMMUNITION
8751780 605.7 _(184.6) |18UN DING FRAGMENT . 6* BY Y-
7 203711 937.8_(783.7) \[REPEAT OF #67
3/88/ 1084 (33041 1| BUILDING FRAGMENT - 0° BY 5°
0/57129 848.4_1197.0 COORHNGE |
389/46/47 || €956 (212.0) 111 60X 50 CALIBER AMMO, BROKEN OPEN.
51725749 |[_558.1 (1701} |IBUILDING FRAGMENT.1'8Y 2
2487197 4€0.9 (140 5} _|IBUILDING FRAGMENT . 2 8Y 3
4 917287 $32 _(182.2} _|ISULDING ERAGMENT - > BY 2
7 374401 3207 (37.7)_ HIBUILDING FRAGMENT - 8- 8Y 18
9/38/4 3041 _{92.7 3 BOX 182 AMMUNITION __
0/08745% 433.7 (132.2) gm FRAGS (2) - 1-6° 8Y 6. 1.2 BY &
37125/28 $31.5_(160.1) |/ACCEPTOR DOOR (WHITE)
138108 $37 _{160.6) _]IACCEPTOR DOOR (WHITE)
8/267 S (190.5) ToH
4753743 (| 4387 (133.1) || ACCEPTOR DOOR FRAVE
4722/ 343.4_(104.7){/BULDING FRAGMENT - 6 8Y &
S/24/5¢ 3024 (93.9) |12 BOXES 7.62 AMMUNITION
8/07/ 389.3_(118.6) |)ACCEPTOR WALL SECTON.SBY &
[ 810474 4817 (137.7) | |ACCEPTOR WALL SECTION - TMSTED - 3 BY &
$72714 4283 (129 6) || BUILDING FRAGMENT - 7 BY Y ‘
95/36/ FITITTY ACCEFTOR DOOR FRAME WITHHMINGES 18YE |
874274 3558 {108 4) | |ACCEPTOH DOOR FRAME - 1-8Y €
17587 3585 (100.3) 1|1 BOX 558 AMMUNITION
0r897 ~4573 {130.4) ||BUILDING FRAGMENT -  BY &
FITY7] a8 41,9) ||BUILDING FRAGMENT Z BY &°
481471 440.9_(137,1)_|{BUILDING FRAGMENT . 1.7 8Y ¥
18109/ 425 29.7) ACCEPTOR SIDE WALL- € BYE
4910613 597.5_(182.1) |[BLILDING FRAGMENT - TMISTED - 1 S BV &
301231 474 144 -
40142/ 4802 (148.4) |2 ROCXETS (BROKEN), 1 SMOKE GAENADE WITHIN 15 RADIUS
100 32/18/0 345.3_(108.4)_ |11 ROCKET, DROKEN
1 S/48/% 346 1 (175 5) (11 80X 762 AMMUNITION
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Table 12. Calculation of Fragment Density, Test 2

Sector R Distance A Area N1 N2
deg ft f?
30-60 300 £28.32 1 0.95
60-90 300 628.32 29 27.69
90-120 300 628.32 29 27.69
210-240 300 628.32 1 0.95 .
240-270 300 628.32 13 12.41
270-300 300 628.32 7 6.68
30-60 340 712.10 1 084 .
60-90 340 712.10 29 24.43
210-240 340 712.10 1 0.84
240-270 340 712.10 1 0.84
60-90 360 753.98 6 4.77
90-120 360 753.98 5 3.98
210-240 360 753.98 1 0.80
90-120 388 812.63 5 3.69

The following apply to Tables 12 through 18:

R « Radial Distance from Ground Zero
A« Vertical Area of the Sector = (3.414 x R x H)/12
H «» Assumed Height = 8

N1 = No. of Actuai Fragmants Found in that Sector
N2 « Fragment Der.sity = (600 x N1VA

Table 13. Calculation of Fragment Denity, Test 4

Sector R Distarcs A Area N1 N2
deg ft 1t
0-30 300 628.32 2 1.91
60-90 300 628.32 1 0.95
330-360 300 628.32 1 0.95
0-30 400 837.76 1 0.72
60-90 400 837.76 1 0.72
0-30 561 1,174.96 1 0.51
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Table 14. Calculation of Fragment Density, Test 6 (Sandbagged)

Sector R Distance A Area Nt N2
deg ft e
0-30 300 628.32 13 11.46
30-60 300 628.32 13 11.46
60-90 300 628.32 2 1.76

210-240 300 628.32 1 0.95
30-60 400 837.76 13 9.31
30-60 500 1,047.20 10 5.73
30-60 600 1,256.64 2 0.95
30-60 673 1,409.53 1 043

Table 15. Calculation of Fragment Density, Test 9

Sector R Distance A Area N1 N2

deg ft “59

0-30 600 1,256.64 6 2.87
270-300 600 1,256.64 10 4.78
330-360 600 . 1,256.64 6 287

0-30 700 1,466.00 1 0.41
240-270 700 1,466.00 1 0.41
270-300 700 1,466.00 5 2.05
270-300 8uo ‘ 1,676.20 2 0.68
270-300 905 1,895.43 1 0.32
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Table 16. Calculation of Fragment Density, Test 10

Sector R Distance A Area N1 N2
deg ft ft?
0-30 ' 600 1.256.64 7 334
60-80 600 1,256.64 9 4.30
210-240 600 1,256.64 10 4.78
270-300 600 1,256.64 15 7.16
0-30 700 1,466.00 4 1.64
60-90 700 1,466.00 4 1.64
210-240 700 1,466.00 5 2.05
270-300 700 1,466.00 9 3.69
0-30 800 1,676.20 2 0.72
60-90 800 1,676.20 2 0.72
180-210 800 1,676.20 2 0.72
210-240 800 1,676.20 3 1.07
270-300 800 1,676.20 2 1.79
240-270 800 1,676.20 2 0.72
300-330 200 1,676.20 2 0.72
330-360 800 1,676.20 1 0.36
0-30 900 1,885.70 2 0.64
180-210 900 1,885.70 2 0.64
210-240 900 1,885.70 2 0.64
240-270 900 1,885.70 2 0.64
270-300 900 1,885.70 2 0.64
300-330 900 1,885.70 1 0.32
330-360 900 1,885.70 1 0.32
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Table 16. Calculation of Fragment Density, Test 10 (continued)

Sector R Distance A Area N1 N2
0-30 1,000 2,095.20 1 0.29
180-210 1,000 2,095.20 1 0.29
210-240 1,000 2,095.20 1 0.29
240-270 1,000 2,095.20 1 0.29
270-300 1,000 2,095.20 1 0.29

© 330-360 1,000 2,095.20 1 0.29
180-210 1,100 2,303.84 1 0.26
210-240 1,100 2,303.84 1 0.26
240-270 1,100 2,303.84 1 0.26
270-300 1,100 2,303.84 1 026
|___240-270 1,155 2,419.03 1 0.25




Table 17. Calculation of Fragment Density, Test 11

Sector R Distance A Area N1 N2
deg ft —
628.32 4 3.82
270-300 300 628.32 5 478
300-330 300 628.32 4 3.82
330-360 300 628.32 4 3.82
90-120 400 837.87 4 2.86
270-300 400 837.87 5 3.58
300-330 400 837.87 4 2.86
330-360 400 837.87 4 2.86
90-120 500 1,047.33 3 1.72.
270-300 500 1,047.33 4 2.29:
300-330 500 1,047.33 2 1.15°
330-360 500 1,047.33 2 1.15
90-120 600 1.256.40 2 0.96
270-300 600 1,256.40 4 1.9
300-330 600 1,256.40 1 0.48
330-360 600 1,256.40 2 0.96
270-300 700 1,466.00 1 0.41
300-330 700 1,466.00 1 0.41
330-360 700 1,466.00 1 0.41
60-90 800 1,676.20 1 0.36.
270-300 800 1,676.20 1 0.36
330-360 800 1.676.20 1 0.36
60-80 900 1,885.70 1 0.32
60-90 1,000 2,095.20 1 0.29
60-90 1,100 2,303.84 1 0.26
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Figure A-3. Test 2. (a) Acceptor Conex; (b) 7.62-mm, 50 Cal, Fraq. Grenades; (c) Smoke Grenades: and (@) 66-mm Rocket.
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nal Flares; {c) Mixed Munitions from Donor Conex;

(b) Sig

1

Figure A-6. Test 3. (a) Bottom of the Donor Conex

and (d) M42 Submunition.
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Figure A-17. Test 9. (a) Assorted Munitions at Ground Zero: (b) Smoke Grenades
Between 60 ft and 80 ft.
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Figure A-18. Test 9. (a) Smoke Grenades and 50 Cal Between 60 ft and 90 ft: (b) Smoke
Grenades Between 120 ft and 150 ft.
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~igure A-19. Test 9. (a) Conex Part Between 300 ft and 400 ft: (b) Conex Part and
Smoke Grenades Between 500 ft and 600 ft.
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Figure A-20. Test 10 (a) Small Caliber at 1,000 #t; (b) Smoke Grenade at 1,100 #.
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Figure A-21. Test 10. (a) and (b) Conex Parts and Small Caliber Munition Between
500 ft and 600 ft.
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Figure A-22. Test 10. (a) Conex Part Between 300 ft and 400 f; (b) Conex Part Between

400 ft and 500 ft.

69




/
""J‘

g ( a). f’(
R msle

- . . . .

1
; e
o »

T VI S SN B

Figure A-23. Test 10 (a) Smali Caliber at 700 ft: (b) Smoke Grenade at 900 ft.
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